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Declared performance

Signed on behalf of the manufacturer by:     Date:

CHARACTERISTIC DECLARED PERFORMANCE HARMONISED STANDARD

Water-tightness

Air leakage

Resistance to wind-load

Dangerous substances 1

Load-bearing capacity of safety device 2

Acoustic performance

Thermal transmittance 3

DECLARATION OF PERFORMANCE 
DOP

The performance of the product is in conformity with the declared performance outlined above. 

This Declaration of Performance in issued under the sole responsibility of the manufacturer identified above.


	Water-tightness declared performance: NPD
	Air-leakage declared performance: NPD
	Resistance to windload declared performance: NPD
	Dangerous substances declared performance: NONE SEE EUROCELL /BPF DOCUMENT
	Load-bearing declared performance: 350 N 
	Acoustic declared performance: NPD 
	Thermal transmittance declared performance: < 1.8 W/m2K
	Harmonised standard: EN 14351-1:2006 + A1:2010
	Date DOP created: 01/07/2013
	Job title of signee: 
	Identification:    EUROCELL CASEMENT WINDOWS
	Serial number: NCW001
	Intended use: NON ESCAPE ROUTE CASEMENT WINDOW
	Manufacturer: ZEN-FOLD NEW CENTURY WINDOWS ESSEX LTD20 ARMSTRONG ROADMANOR TRADING ESTATEESSEX  SS7 4PW
	Source data: 1 Eurocell / BPF statement2 Boa Restrictor / EN 14351-1:2006 Clause 4.83 BFRC Reg No 3224
	Relevant harmonised standard: EN145351-1:2006=A1:2010


